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General Information 

The assembly instructions is an essential part of the 

gearbox. It provides clues for proper installation, 

operation and maintenance. Please read the instruction 

carefully and observe all the notes.  

The installation of the gearbox may only be carried out 

by trained staff. The gearbox may be used in 

accordance with the technical specifications. 

 

Special designed models may differ in technical details. 

Please contact us if you have any doubts about the 

gearbox version. 

 

 

Rotating shafts are hazard points. The user/operator  

must ensure to appropriate protective measures. Do 

not reach into the working area of the gearbox if shafts 

are still rotating. Secure the machine against accidental 

switching on during assembly work. 

 

Declaration of conformity in accordance to the EC 

Machinery Directive: 

Our strain wave gears are machine components for the 

installation in machines. 

Commissioning is prohibited until the final product is in 

compliance with the EC Machinery Directive. 

 

Component declaration 

                

 

 

 

 

 

 

Table1: component declaration 

Nr. Abb. Component Arrangement* 

1  Adapter flange output 

2 FSO Flexspline open output 

3 CRB Crossroller bearing  

4 CS Circularspline fixed 

5  Adapter flange fixed 

6 WGP Wave-generator-plug input 

7 FBB Flexible ball bearing  
 

*illustrated arrangement example, arrangements may vary depending on the application 
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Recommendations for tolerances 

 

- Recommended fittings H7/h7 
 

 

 

 

 

 

 

 

Arrangement 1 Arrangement 2 

  

 

 

Table2: Recommended tolerance values in mm 

B-HO 

Size 
a b c d e f 

14-32 0,025 0,015 0,053 0,025 0,025 0,033 
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Assembly preparation 

Do not remove any screws in this gearbox! 

The gearbox components are delivered with protection oil. It must be removed before installation. 

  

Assembly information 

 - Mount drive element to the motor-shaft  

 

- Tighten screws S1 with recommended torque 

of table 3 

Size 14-17 radial screws 

Size 20-32 axial screws 

 

- Mount flange to the output machine  

 

- Tighten screws S2 in crossed-wise pattern with 

recommended torque of table 3 

 

- Mount flange to the fixed part of 

the machine  

 

-  Tighten screws S3 in crossed-wise pattern with 

recommended torque of table 3 

 
 

 

 

 

 

 

* recommended screw specification may vary depending on the application 
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The above information is based on our current 

knowledge and experience and does not exempt 

the user from his own comprehensive tests.  

A legally binding assurance, also with regard to the 

intellectual property rights of third parties, is 

therefore not given. 

 

Table3: assembly information 

B-HO 

 

Size 

S1* S2*  S3* 

number 
Size 

DIN 912 
torque [Nm] number 

Size 

DIN 912 
torque [Nm] number 

Size 

DIN 912 
torque [Nm] 

14 3 M3 10.9 1,8 12 M3 10.9 1,8 8 M3 10.9 1,8 

17 3 M3 10.9 1,8 20 M3 10.9 1,8 12 M3 10.9 1,8 

20 6 M3 10.9 1,8 16 M3 10.9 1,8 12 M3 10.9 1,8 

25 6 M3 10.9 1,8 16 M4 10.9 4,2 12 M4 10.9 4,2 

32 6 M3 10.9 1,8 16 M5 10.9 8,5 12 M5 10.9 8,5 
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